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THROUGH-HOLE LED

ROUND LED
Iv (mcd) Viewing
Part Number Material Lens Type @10mA *20mA | Angle Dimensions
T-1 (3mm) Round
L-908A8ID GaAsP/GaP | @ 617 red diffused 6 15 60° 5.5(0.217) 27(1.063)Min.
__7(0067) | 15000591 L908As
\ Cathode | osaen
( 0?121-3) J $3.8(0.15)
‘ 100 | L 07Max.  045(0.018) 107 *
L-908A8GD GaP @ 568 | green diffused 10 25 60° 0.4(0016)"0%
T-1 (3mm) Round
L-1154ID GaAsP/GaP . 617 red diffused 6 15 60°
L-1154SURDK AlGalnP . 630 red diffused *120 *200 60°
5(0.197) 27(1.063)Min.
L-1154
L-1154YD GaAsP/GaP | ( 588 | yellow diffused 5 15 | 60° P * OB e 122
4 @ 03(0.118) ( _ 2540,
(0.157) A —_d 1
L-1154GD GaP @ 568 | green diffused 10 25 60° f PlovacL omb  ooseby®e®
5.3(0.209)+0.5
L-1154CGDK AlGalnP . 570 green diffused *80 *120 60°
L-7104ID GaAsP/GaP . 617 red diffused 10 20 50° T-1 (3mm) Round
L-7104EC GaAsP/GaP | @ 617 water clear 12 30 30°
L-7104ND GaAsP/GaP . 602 orange diffused 10 20 50°
L-7104NC GaAsP/GaP | @ 602 water clear 12 30 30°
L-7104YD GaAsP/GaP 588 yellow diffused 8 15 50°
L-7104GD GaP ® 568 green diffused 10 25 50°
L-7104GC GaP ® 568 water clear 12 40 30°
L-7104PGD GaP @ 557 | green diffused 3 8 50°
L-7104SRD-F GaAlAs @ 640 red diffused *90 *160 50°
L-7104SRC-D GaAlAs @ 540 water clear *120 *240 30°
L-7104SRD-J4 AlGalnP . 640 red diffused *200 *500 50°
L-7104SRC-J4 AlGalnP . 640 water clear *1000 *1500 30° 4.6(0.181)+0.3 27(1.063)Min.
L-7104SURDK AlGalnP @® 530 red diffused *120 *240 50° $2.8(0.11) 1(0.039) 1.5(0.059)+1
L-7104SURCK AlGalnP @® 530 water clear *400 *900 30° $2.9(0.114) 47 k Cathode T k*
L-7104SURC-E AiGainP | @ 630 |  water clear *500 | *1100 | 30° @ T ! T s
L-7104SEC-H AlGalnP . 625 water clear *1900 *3000 30° L | f 1 [ 1 —
L-7104SECK-J3 AlGalnP @® 625 water clear *2300 | *3600 30° L—»‘ ‘ 0.7Max. Do.s(ofozﬁgﬁS
L-7104SECK AlGalnP | @ 605 water clear *700 | *1400 | 30° 4320129 Lo
L-7104SECK-J4 AlGalnP | @ 605 water clear *3600 | *6000 | 30° 54(0.2131205
L-7104SYDK AlGalnP 590 yellow diffused *400 *800 50°
L-7104SYCK AlGalnP 590 water clear *700 *1500 30°
L-7104SYCK-J3 AlGalnP 590 water clear *1900 | *3000 30°
L-7104SYC-H AlGalnP 589 water clear *1600 *3000 30°
L-7104SGD GaP ® 568 green diffused *18 *40 50°
L-7104SGC GaP . 568 water clear *30 *60 30°
L-7104CGDK AlGalnP ® 570 green diffused *80 *250 50°
L-7104CGCK AlGalnP ® 570 water clear *200 *500 30°
L-7104ZGCK InGaN ® 525 water clear *8000 | *14000 30°
L-7104ZGC-G InGaN ® 525 water clear *10500 | *16500 30°
L-7104VBC-D InGaN . 470 water clear *2100 *3700 30°
L-7104QBC-D InGaN . 465 water clear *900 *1600 30°
NOTES:
1. All dimensions are in millimeters(inches). 21

2. Tolerance is +0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.




Kingbright THROUGH-HOLE LED

ROUND LED

Part Number (ﬁ:‘) s e @10mA*20mA | Angle

T-1 (3mm) Round
L-34I1D GaAsP/GaP | @ 617 red diffused 6 15 60°
L-34SURDK AlGalnP @ 630 red diffused *100 *250 60°
L-34YD GaAsP/GaP 588 yellow diffused 8 15 60° 5(0.197) 27(1.063)Min.
$4(0.157) 1(0.039) 1.5(0.%9):1 .
L-34GD GaP @ 568 | green diffused 12 25 60° \ f] (othode ‘
@ $3(0.118) ( o ! 2.54(0.1)
— I;_| —
s | - : 1 0 *
L-34CGCK AlGainP | @ 570 water clear 150 400 50 toMax Il o7max. 005(002) "%
5.3(0.209)+0.5
L-34ZGC InGaN ® 525 water clear *4200 | *6500 30°
L-34QBC-D InGaN @ 465 water clear *800 *1500 30°
4mm Round
L-43ID GaAsP/GaP | @ 617 red diffused 4 10 80°
L-43
6(0.236) 27(1.063)Min.
4460181 10039) 1.5(0.059)+1
L-43YD GaAsP/GaP 588 yellow diffused 5 10 80° /1 Cathode —T
I Y ——
$4(0.157) i 25401
1 || TJ:' T -
1.0 Max. ‘L 0.7 Max. 00.5(0.02) fghzs
L-43GD GaP ® 568 green diffused 8 16 80°
5mm Round
L-9294SURCK AlGalnP ® 530 water clear *100 *180 70° L5294
4.85(0.191) 27(1.063)Min. ‘
45800229 1.5(0.0‘59)
‘ e 005(0.02)*8%
4.8(0.189) [ 2.54(0.1)
 ——
o '\t‘ Cathode ‘ {
R2.95(0.116) 0-7Max. 150.05941
L-9294VBC-D InGaN @ 470 water clear *500 *1100 70°
NOTES:
1. All dimensions are in millimeters(inches). 22

2. Tolerance is £0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.



THROUGH-HOLE LED

Kingbrig

ROUND LED
Iv (mcd)
“win Ty 202
T-13/4 (5mm) Round
L-63ID GaAsP/GaP . 617 red diffused 8 12 60° n
6(0.236) 27(1.063)Min. L-63
$5.9(0.232)
L-63IT GaAsP/GaP | @ 617 | red transparent 10 30 30° _13(0059) 1500591
[——‘ o Cathode ‘ L
O s e
! “ 0'7,&“' D0.5(04.02)T3}5 1
L-63GD GaP | @ 568 | green diffused 8 16 60° oM
L-7113ID GaAsP/GaP . 617 red diffused 18 40 30° T-1 3/4 (5mm) Round
L-7113ED GaAsP/GaP | @ 617 orange diffused 18 40 30°
L-7113EC GaAsP/GaP | @ 617 water clear 40 100 20°
L-7113YD GaAsP/GaP 588 yellow diffused 10 25 30°
L-7113YC GaAsP/GaP 588 water clear 30 80 20° L7113
L-7113GD GaP ® 568 green diffused 15 30 30°
L-7113GC GaP ® 568 water clear 25 80 20°
L-7113SRD-D GaAlAs . 640 red diffused *120 *210 30°
L-7113SRD-E GaAlAs @ 540 red diffused *180 *250 30°
L-7113SRD-J4 AiGainP | @ 640 red diffused *300 *600 30° 8.6(0.339) 27(1.063)Min.
L-7113SRC-J4 AlGainP | @ 640 water clear *3300 | *5000 | 20° $5.9(0282) 10.039)
L-7113SURDK AlGainP | @ 630 red diffused *300 | *650 30° ‘ T Cathode 15(0&59‘)11«
L-7113SURCK AlGalnP @® 530 water clear *900 *1300 20° ¢5(0.127) 712.54(0.1)
L-7113SEC-H AlGalnP @ 525 water clear *3100 | *5000 20°
L-7113SECK AlGalnP | @ 605 water clear *1300 | *2100 20° ;‘ ‘ _07Max.  D05(002*3F°
L-7113SYDK AlGalnP 590 | yellow diffused *500 | *1000 30° 1.0Max.
L-7113SYCK AlGalnP 590 water clear *1800 | *3000 20°
L-7113SYCK-J3 AlGalnP 590 water clear *5000 | *7800 20°
L-7113SYC-H AlGalnP 589 water clear *4200 *6000 20°
L-7113CGDK AlGalnP ® 570 green diffused *50 *140 30°
L-7113CGCK AlGalnP . 570 water clear *700 *1400 20°
L-7113ZGCK InGaN . 525 water clear *14000 | *26000 20°
L-7113ZGC-G InGaN ® 525 water clear *18000 | *30000 20°
L-7113VBC-D InGaN . 470 water clear *4300 *7000 20°
L-7113QBC-D InGaN . 465 water clear *3100 *4500 20°
T-13/4 (5mm) Round
L-7143SURCK AlGalnP @® 530 water clear *500 *900 30°
L-7143SEC-H AlGalnP @ 625 water clear *1600 | *3200 30°
L-7143
L-7143SGC GaP . 568 water clear *120 *300 30° 8.6(0.339) 25(0.984)Min.
poey 1009 | 15000591
Cathode \
L-7143VBC-D InGaN . 470 water clear *1900 *3100 30° ¢5(0f197) ( ——— 2540.1)
e 1o Max'_‘ 07Max.  005(0.02)°0%
L-7143QBC-D InGaN . 465 water clear *1600 *2700 30° T
NOTES:
1. All dimensions are in millimeters(inches). 23

2. Tolerance is +0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.



Kingbright

THROUGH-HOLE LED

ROUND LED
Part Number (3;51) Lens Type @10mA *20mA Angle
T-1 3/4 (5mm) Round
L-1503ID GaAsP/GaP . 617 red diffused 12 40 30°
L-1503SRC-J4 AlGalnP @ 540 water clear *2500 | *4300 20°
8.6(0.339) 25(0.984)Min.
L-1503SRD GaAlAs | @ 640 red diffused *120 *260 30° L-1503
‘ 1.5(0.059)+1|
Cathod
L-1503SURDK AlGanP | @ 630 red diffused *400 | *700 | 30° L S
o5 ] 32454(041)
L-1503YD GaAsP/GaP 588 | yellow diffused 15 30 30° o *‘LOJMM 00500202
1.0Max.
L-1503GD GaP ® 568 green diffused 15 30 30°
8mm Round
L-793ID GaAsP/GaP . 617 red diffused *30 *60 30°
11(0.433) 27(1.063)Min.
$9(0.359) 2(0.079)
L-793SRD-E GaAlAs @ 640 red diffused *140 *180 30° ‘ | 4" = 1.5(0.059)1
o8 Cathode ‘ {
(0315) [————] 72'54(0'1)
i ! T 0Maxe g s0.02 0
L-793GD GaP . 568 green diffused *30 *60 30° 1.0 Max.
10mm Round
L-813ID GaAsP/GaP . 617 red diffused *36 *80 30°
L-813SRD-C GaAlAs . 640 red diffused *80 *160 30°
13.5(0.531) 27(1.063)Min L.813
L-813SRC-J4 AlGalinP | @ 640 water clear *2500 | *4000 15° $11(0.433) 200.079)
|| 1.5(0.059)1
i Cathode
L-813SRD-E GaAlAs @ 640 red diffused *120 *200 30° (0350 7 2.54(0.1)
| | 0.7]&ax. j
) 3 T | 00.5(0.02)*8%
L-813YD GaAsP/GaP 588 yellow diffused *18 *50 30 T0Max.
L-813GD GaP ® 568 green diffused *20 *60 30°
20mm
L J
Tl
DLA/6SRD GaAlAs @® 640 red diffused *55 *100 120° OrientationMark  1.5Max. o
s [
DLx/6
15.24(0.6)
$05(0.02) %55
135791
$23(0.906) | DLA/6 Qf Jf Jf Jf Jf Jf
-1
10 24 6 81012
+ N G o
e — 35 1 1357 9Mm
DLC/6SRD GaAlAs | @ 640 red diffused *55 | *100 | 120° 4(0.1s7>i4£nnn ES) bLC/6 % % % % % %
e
254(0.1) 24 6 81012
NOTES:
1. All dimensions are in millimeters(inches). 24

2. Tolerance is £0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.




THROUGH-HOLE LED

OVAL LED
Part Number Lens Type @20mA Angle
ETSETRETE
5.2mm Oval
L-5603SURCK AlGalnP . 630 water clear 400 800 ggogcg
L 80°(H)
L-5603SIDL/SD-J3 AlGalnP . 625 | red semi diffused 800 1400 40°(V)
o 7(0.276) 5(0.984) Min. L5603
L-5603SYCK AlGalnP 590 water clear 1000 1600 70.,(H) 3.8(0.15)
30°(V) 3204 1.5Max. 500591
=
50°(H) | Cathode ‘ i
L-5603ZGT InGaN @ 525 | greentransparent | 4200 7000 . 52 —
30°(V) s % 254(0.1)
L-5603QBC-D InGaN @ 465 water clear 700 1400 gg°§\'-/|; f 07Max.  005(002)%%
FLAT TOP LED
Part Number Lens Type @10mA Angle Dimensions
2mm Flat Top
L-1034IDT GaAsP/GaP | @ 617 red diffused 2 4 140°
$1.6(0.063) 300157 2701063 Min. L-1034
$200.079)| *1'959077)‘ CathOdJ.S(O.qngﬂ
4 F | IR E— —
0.157 3.5(0.138) 2.54(0.1)
( ) P “ -—'—|7
L-1034GDT GaP @ 568 | green diffused 2 5 140° ?E(E’n‘) ! ‘ ‘ [ “To7Max. ruo.s(o.ozﬁ%ﬁs
o 075(003) [1-0Max.
5.6(0.22)
+05
2mm Flat Top
L-13ID GaAsP/GaP | @ 617 red diffused 6 12 50°
8(0.315 27(1.063)Min. .
L-13YD GaAsP/GaP 588 | yellow diffused 4 8 50° 5(0.098) 0315 (1.063)Min L1
‘ 3.5(0.138) 1.5(0.059)1
i [ Cathode ~
.129) H§| 0 (0.079); — 2540
L-13GD GaP | @ 568 | green diffused 6 12 | 50° I 07Max. 0050002703
1.0Max.

RECTANGULAR LED

Iv (mcd) Viewing
@10mA Angle

Part Number Material Lens Type Dimensions
1.9mm x 3.9mm Rectangular
L-144IDT GaAsP/GaP | @ 617 red diffused 1.2 3 140°
7(0.276) 27(1.063)Min.
1.9(0.075)
‘ 1.5(0.059)+1 |
ﬁ Cathode
|:| 3.9(0.& _L | Jasaon)
L-144GDT GaP @ 568 | green diffused 2 6 140 il To TMax. ruo.s(o.oz)’_'gf
NOTES:
1. All dimensions are in millimeters(inches). 25

2. Tolerance is +0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.




Kingbright

RECTANGULAR LED

THROUGH-HOLE LED

Part Number (:“:‘) Lens Type @10mA *20mA Angle
2mm x 3mm Rectangular
L-914IDT GaAsP/GaP ‘ 617 red diffused 1.2 4 140°
L-914
4(0.157) 27(1.063)Min.
2(0.079) 15(0.059)+1|
‘ Cathode |
D *7 ::: | ]
3(0.118) 12.54(0.1)
L %‘:{ T d ]
41>0‘1\L_7 07Max.  50,5(0,02)%02
.OMax.
L-914GDT GaP ® 568 green diffused 3 6 140°
2mm x 5mm Rectangular
L-113IDT GaAsP/GaP | @ 617 red diffused 2 4 140°
L-113
L-113YDT GaAsP/GaP 588 yellow diffused 1.2 4 140°
7(0.276) 27(1.063)Min.
2(0.079)
- 1.5(0.059)+1
L-113SYDTK AlGalnP 590 yellow diffused *70 *120 140° | (4»)‘+
|:| *— Cathode &
5(0.197) i 2.54(0.1)
i T
Ly 7l\t|ax 005(0.02)3 !
L-113GDT GaP ® 568 green diffused 1.2 5 140° 1.0 Max. =7
L-113CGDTK AlGalnP ® 570 green diffused *10 *30 140°
5mm x 5mm Square
L-1553IDT GaAsP/GaP | @ 617 red diffused 2 5 140°
L-1553YDT GaAsP/GaP 588 yellow diffused 1.5 5 140° 9.7(0.382) 27(1.063)Min.
5(0.197)
‘ ‘ 1.5(0.059)+1
L Cathode ‘
5(0.197) A {25400
L-1553SYDTK AlGalnP 590 yellow diffused *80 *180 140° - T:' b 1 7
ﬁ a‘« 0.7Max. 05
10Max 00.5(0.02) o3
L-1553GDT GaP . 568 green diffused 3 6 140°
NOTES:
1. All dimensions are in millimeters(inches). 26

2. Tolerance is £0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.




CYLINDRICAL LED

THROUGH-HOLE LED

Lens Type

Iv (mcd) Viewing
@10mA Angle

King

Part Number
“win Ty 202
T-1 (3mm) Cylindrical
L-47XEC GaAsP/GaP . 617 water clear 4 8 100°
4.3(0.169) 27(1.063)Min.
$3.8(0.15) 33(0.13)
‘ Cathode 1:5(0.059)£1.
(;i’f&){ | % i  j2s400)
L-47XYT GaAsP/GaP 588 | yellow transparent 2 4 100°
y P 10Max || 07Max. 0050 02)*335
T-1 (3mm) Cylindrical
L-424HDT GaP @® 635 red diffused 0.2 0.6 140° .
L-424IDT GaAsP/GaP | @ 617 red diffused 1.2 4 140° $3.4(0.134) 6(0.236) 27(1.063)Min
L-424
4.8(0.189 ‘ .5(0.059)+
| ( 2‘ Cathode 1.5(0. 059)‘+1
. I
) $3(0.118) Jz.54(0.1)
L-424YDT GaAsP/GaP 588 yellow diffused 1.2 3 140° o
|
? M»‘ L 07Max.  D05(002'8F
6.5(0.256)+0.5
L-424GDT GaP ® 568 green diffused 2 6 140°
T-1 3/4 (5mm) Cylindrical
L-483IDT GaAsP/GaP | @ 617 red diffused 1.2 4 140° .
$5.9(0.232) 9.6(0.378) 5(0.984) Min.
L-483
) 8.6(0.339) 1.5(0.059)+1
L-483YDT GaAsP/GaP 588 yellow diffused 1.2 3 140° i \ I
@ — Cathode ¢
o5 B
0.197) ] 2.54(0.1)
t o +0.25
] 0.7Max. 50.5(0.02)"57
L-483GDT GaP ® 568 green diffused 1.5 3 140° 1.0Max.
MULTI-COLOR LED
Part Number (ﬁz) Lens Type @20mA Angle
| oz
GaAsP/GaP | @ 617 2 4 T-1 (3mm) Round
L-937IID red diffused 60°
GaAsP/GaP | @ 617 2 4
GaAsP/GaP 588 3 9 A
L-937YYD yellow diffused 60° o0y nd  ZO0SM
GaAsP/GaP 588 3 9 3.2(0.126) 1 (0—'@\9) L 1 .5(0.059)‘4;1 _ L-937
GaP . 568 4 10 ‘ ‘ 029 ————————1 ;54(0-1)
L-937GGD green diffused 60° (0.114)y y | 2
GaP ® 568 4 10 — 1
0.7Max. 00.5(0.02)";
GaAsP/GaP | @ 617 4 10 5.7(0.201)%0.5
L-937EGW white diffused 60° . . . . 1
GaP ® 568 6 14
| I YA yY GA yG E G G Y
L-937GYW white diffused 60° 3 5 5 5 5
GaAsP/GaP 588 4 8
NOTES:
1. All dimensions are in millimeters(inches). 27

2. Tolerance is +0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.




Kingbright THROUGH-HOLE LED

Lens Type @20mA Angle

MULTI-COLOR LED

Part Number
T-1 (3mm) Round
GaAsP/GaP | @ 617 8 20
L-115VEGW white diffused 60°
GaP ® 568 10 30 5(0.197) 24,5(0.965)Min.
1(0.039)) 2(0,079)‘Typ.
GaAsP/GaP . 617 8 20 — L ‘— ————1
03 Y .
L-115VEYW white diffused 60° @ (0118)17( == ;
1.0Max.
GaAsP/GaP 588 10 24 +0157 \L‘ o s, |
6.83(0.269)1 00.5(0.02)+0
1 1 1
GaP ® 568 10 30 ] ] .
L-115VGYW white diffused 60° %@2 %@2 %ﬂ
G Y Y
GaAsP/GaP 588 10 24 5 5 S
T-1 (3mm) Round
GaAsP/GaP | @ 617 10 30
L-3VEGW white diffused 60°
5(0.197) 24.5(0.965)Min.
GaP ® 568 20 40
4(0157) 10039 L 2(0.079) Typ
‘ | | |=| -3V
GaP ® 568 15 40 93 J _1200079)
(0.118)y \ R  12(0079)
L-3VGYW hite diff °
3VG white diffused 60 1.0Max.\L‘ . ]
GaAsP/GaP 588 10 15 E— 4(0157)Typ.
6.43(0.253)+0.5 4025
005(0.02) 2
1 1 1
AlGainP | @ 630 100 400
E G SURK
L-3VSURKCGKC water clear 30° %2 %2 %2
G Y CGK
AlGainP | @ 570 200 400 3 3 3
GaAsP/GaP | @ 617 4 12 T-13/4 (5mm) Round
L-5711D red diffused 30°
GaAsP/GaP | @ 617 4 12
GaP ® 568 8 20 i
L-57GGD green diffused 30° 8.6(0.339) 25(0.984)Min.
GaP | @ 568 8 20 $5.9(0232) I
10.0%9) 1.5(0.059)+1
| 57SRSRD GaAlAs | @ 640 4 diftused 30 60 %0 ‘ \ = R L-57
-57 red diffuse °
GaAlAs | @ 640 30 60 5 —— 1 3
. (0.19 7) 2.54(0.1)
GaAsP/GaP 617 6 14
L-57EGW white diffused 30° I N +0 25
GaP . 568 12 30 1av|E:07Max D05(002)
GaP ® 568 12 30 ; 1 1
L-57GYW white diffused 30°
GaAsP/GaP 588 4 10
| 1 G G SR SR E G G Y SURK SG
AlGalinP | @ 630 80 150
L-57SURKSGW white diffused 30° 2 2 2 2 2
GaP ® 568 12 30
GaAsP/GaP | @ 617 o 20 40 » | T-13/4 (5mm) Round
L-59EGW GaP . 568 white diffused 20 50 30
GaAsP/GaP | @ 617 20 40
L-59EYW hite diffused 30°
GaAsP/GaP | _ 5gg | o omuse 20 40 860339 2450964Min.
GaP 568 50 100 2
L-59GYW oA ;/ P ® 2ee | White diffused 2 0 30° $550232 100.039) 20079)Typ.| ]‘\i
;/iué i : @ 530 200 | 400 ‘ —_— H
ain . . Iy 2.54
L- RKSGW hite diff °
59SURKSG P © sep | “hitedifused % o 30 l — ﬁ o)
AlGalinP | @ 630 200 400 L 3 1
L-59SURKCGKW hite diffused 30° 1.0Max;
AlGalnP_| @ 570 | WMecnuse 80 180 bsioion | 1oWax]| S [ ((‘mmyp
GaAsP/GaP | @ 617 50 100 10.35(0.407)1 10500292
L-59EGC ter cl 20° =050
GaP | @ 568 | e 50 | 120 : :
GaP © 568 50 120
) ° SURK SURK
L-59GYC GaAsP/GaP 588 water clear 20 80 20 % % % %2 %2
AGainP | @ 630 600 | 1200 ceK
L- RK | 20°
59SURKSGC GaP . 568 water clear 50 120 0 3 3
NOTES:
1. All dimensions are in millimeters(inches). 28

2. Tolerance is £0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.



THROUGH-HOLE LED

King

MULTI-COLOR LED

Iv (mcd) Viewing
@20mA Angle

Part Number Lens Type
AlGalnP . 630 200 400 T-13/4 (5mm) Full color
L-154A4SUREQBFZGC InGaN @ 465 water clear 400 900 50°
InGaN . 525 1000 1700
AlGalnP | @ 630 100 | 200 8.6(0339) 2450969 ¢ ‘
$5.9(0.232) 1(0.039) 2.5(0.098)Min.
L-154A4SURKQBDZGW InGaN @ 465 white diffused 120 300 60° ‘ ‘ T[T Cathode ~ *
X ! —"1.27005)Typ.
InGaN | @ 525 600 1300 @ ( — p— | } *
1\ 4
AlGalnP | @ 630 100 200 os19) 1oMa)_ b ‘ 16039Typ | | r 1.27005)Typ.
O7Max | 25(098) 1.27(05)T
005(.020*%  Min. AT
L-154A4SURKQBDCGKW InGaN @ 465 white diffused 120 300 60° o
SUR-E SURK SURK SUR-E
AlGainP | @ 570 80 150 ! 1 1 1
QB-F QB-D QB-D QB-F
2 3 2 302 32 3
AlGainP | @ 630 120 250 %, %, ok, .t
L-154A4SUREQBFZGEW InGaN @ 465 white diffused 300 500 60°
InGaN ® 525 900 1700
2mm x 5mm Rectangular
GaAsP/GaP | @ 617 4 10
L fl\
L-119EGWT white diffused 140° ' \ ]
L-119
GaP ® 568 3 9 7(0.276) 24.5(0.965)Min.
2(0.079) 2(0.079)Typ.
2O
1
2.54
5(0.197) i j )
: 2.54
AGalnP | @ 630 30 55 L =.37j o
M‘¢ 0.7Max. 4(‘(715—7)1'> 1 1
L-119SURKCGKWT white diffused 140° 10(0.394)£0.5 e SURK
(10.5(0.02) *22 2 2
G 6K
AiGainP | @ 570 15 30 3 3

RESISTOR LED

Part Number Lens Type
T-1 (3mm) Round
L-7104ID-5V GaAsP/GaP . 617 red diffused 6 14 50°
L-71041D-12V GaAsP/GaP . 617 red diffused *2 *5 50°
4.6(0.181)£0.3 27(1.063)Min.
L-7104GD-5V GaP | @ 568 | green diffused 12 25 50° 028011 | 100039 500591
0290.114 ‘ Cathode | ]
@ ¢ 2.54(0.1)
L-7104GD-12V GaP 568 reen diffused 6* *15 50° ) - } K
® 9 i L—»‘ ‘ 0.7Max. [105(0.02)7%%
$3.2(0.126) 1.0Max.
5.4(0.213)£0.5
L-7104SRD-5V GaAlAs . 640 red diffused 25 50 50°
NOTES:
1. All dimensions are in millimeters(inches). 29

2. Tolerance is +0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.



Kingbright THROUGH-HOLE LED

RESISTOR LED

Part Number (r}“:‘) Lens Type V=5V *V=12V Angle

T-1 3/4 (5mm) Round
L-7113ID-5V GaAsP/GaP . 617 red diffused 12 25 30°
L-7113ID-12V GaAsP/GaP . 617 red diffused 10 20 30 8.6(0.339) 271063 Min.
L7113
$5.9(0.232)
1(0.039)
il 1.5(0.059)+1
L-7113GD-5V GaP @ 568 | green diffused 15 25 30° Cathode \
’ — 3 r——— 771
$5(0.197) i 2.54(0.1)
AN ] T o
L-7113GD-12V GaP @ 568 | green diffused *8 *20 30° | 0.7!3Iax. 00.5(0.02) 70
ﬁMax.

LOW CURRENT LED

Part Number Material . Lens Type @2mA Angle Dimensions

T-1 (3mm) Round
L-7104LID GaAsP/GaP | @ 617 red diffused 0.5 1.2 50°
4.6(0.181)£0.3 27(1.063)Min.
L-7104L
L-7104LYD GaAsP/GaP 588 | vyellow diffused 0.8 3 50° $280011) 10039 | 1.50.059)x1|
$2.9(0.114) 11 | Cathode ﬂ.
@ ; 2.54(0.1)
L [ 1 e * 5
L-7104LGD GaP @ 568 | green diffused 1 3 50° dz‘%;s) LoMax_||_ 07Max. [005(0.02) 5%
5.4(0.213)£0.5
T-1 3/4 (5mm) Round
L-7113LID GaAsP/GaP | @ 617 red diffused 0.7 2 30°
8.6(0.339) 27(1.063) Min. L7113L
L-7113LYD GaAsP/GaP 588 | yellow diffused 1 3 30° $5.9(0.232) 10039
4‘ f-— 1.5(0.059)+1
Cathode ‘
—3 ——
$5(0.197) 12.54(0.1)
L-7113LGD GaP @ 568 | green diffused 1.2 3 30° o
| 07/Max.  D105(0.02)'57
1.0Max.

BLINKING LED

Lens Type V=9V Angle

Part Number
T-13/4 (5mm) Round
L-56BHD GaP @ 635 red diffused 1.2 4 60°
$5.9(0.232) 8.6(0.339) 25(0.984)Min. 568

L-56BID GaAsP/GaP | @ 617 red diffused 12 25 60° 1009 |_ 15(0.059)+1

‘ Cathode

95 1254(01)

(0.197) o

L-56BSRD-B GaAlAs @ 640 red diffused 30 70 60° — |

! ] LOJMax. 005(002)57

1.0Max.

NOTES:
1. All dimensions are in millimeters(inches). 30

2. Tolerance is £0.25mm(0.01") unless otherwise noted.
3. Luminous intensity value is traceable to CIE127-2007 standards.



