HC315G-011

Low Voltage DC Motors

Characteristics:

High Power DC motor

Specifications:

Dimensions : @27.5X32.5mm
Shaft Diameter : ©2.305 mm
Input Voltage : 41.0VDC
No Load Speed : 18000 rpm
No Load Current : 0.05A
Nominal Speed : 16500 rpm
Nominal Torque : 2.50 MNm
Nominal Current : 0.18A
Stall Torque : 38.00 mNm
Stall Current : 200A
Maximum Output Power : 18.00 W
Maximum Efficiency : 65%
Torque at Maximum Efficiency : 6.00 MNm
Speed at Maximum Efficiency : 15000 rpm
Life (typical) : 150 hr
Weight : 50¢g
Operation Temperature : -10to 55 °C
Storage Temperature : -20t0 80 °C
Electrical Connection . terminals
Performance Data:
No Load Stall Max Efficiency Max Power
Current (A) 0.05 2.00 0.35 1.00
Efficiency (%) - - 65 45
Output Power (W) - - 10.00 18.00
Speed (rpm) 18000 - 15000 9000
Torque (MNm) - 38.00 6.00 20.00

Application Examples:

Massagers
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HC315G-011 Low Voltage DC Motors
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Performance Curves:

20000 3 20
18000 18
251
16000 16
14000 14
2
12000 e |20 o
£ NG ! } g < =
= 10000 FE o A T T T T 2 6 e PN i i 508 1542 101 =
] } e S, t ; gt i } = S @
] | w 2 H
& - &
8000 .8
14
6000 6
4000 4
0.5
2000 2
0 i L S L0 0l 0

0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 400
Torgue (m-Nm)

Units in Metric
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